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Address: Building C, Longchang Micro-Chuang Yuan, 
               No.26 Hangtang Street, Dongguan, China

Phone: +86 13724477011
Email: sales@covnavalve.com
Fax: 86-769-22825120
Wesite: https://www.covnaactuator.com
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Technical Parameters

DN15 DN20 DN25 DN32 DN40N.W.(kg)

Valve Body 

Actuator

DN50 DN65 DN80 DN100
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DN15~DN100Nominal Size

SS304, SS316, SS316L
Body Material

Connection Type

Pressure Rating

PTFE: -30℃ ~180℃  

PPL:  -30℃  ~ 250℃ 
Seat Material

SS304, SS316, SS316L
Disc Material

Structure type Floating ball core Applicable Medium

SS304,
Stem Material

Design Standard ISO、DIN、IDF、SMS、3A

1.38

Welding Ends (Socket Weld): To keep from destroying soft parts, remove the two bolts, open valve 

and lift out body section prior to welding. In order to maintain bolting alignment between body and 

body ends, the body ends can be tack welded in place before removing the center section (body). 

This must be done with caution so as not to distort soft parts. 

Periodically check and tighten all threaded connections. 

PN1.6MPa

Food, Medicine, Packaging 
Machinery, Filling Machinery 
And Other Health Conditions 
Using Level. 

Clamp, Welding

Double acting

Optional accessory

Air to open, air to close, air supply failure to keep the current position 

Reversing solenoid valve, limit switch box, air filter reducing valve, positioner, 
handle manual, lock up valve 

Single Acting N/O

Single Acting N/C

Sanitary pneumatic 2 way ball valves has been through 

the sophisticated inspection process and strict quality management. 

Using internal and external polishing  and sterilization. Clamp quick 

connection, all-inclusive seal, easy to disassemble,cleaning and 

maintenance.They can be manually operated or automated with an 

electric or pneumatic actuator.
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1、Operating media

      Dry or lubricated air, or the non-corrosive gases The maximum particle diameter 

      must less than 30 u m 

2、Air supply pressure

      The minimum supply pressure is 2.5 Bar The maximum supply pressure is 8 Bar

3、Operating temperature 

      Standard: -20°c〜+ 80°c 

      Low temperature:  -35°c —l-80°c

      High temperature:  -15°c —M50°c 

4、Travel adjustment

      Have adjustment range of ±5° for the rotation at 0°and 90° 

www.covna-china.com

Solution

Can Not Move

Failure 
Phenomenon
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