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Introduction 

1. Operating media: Dry or lubricated air, or the non-corrosive gases The maximum particle diameter must less than 30 u m
2. Air supply pressure: The minimum supply pressure is 2.5 Bar The maximum supply pressure is 8 Bar
3 . Operating temperature: Standard: -20° c-+ 80° c Low temperature: -35° c - +80° c High temperature: -15° c - MS0° c 
4. Travel adjustment: Have adjustment range of士5° for the rotation at 0° and 90° 

Qutline Size drawing 
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Common faults and inspection, troubleshooting -| 
Inspection ltems 

三
三

The electromagnetic valve is normal, Coil is burned, 
electromagnetic valve Is stuck being stolen 
A separate air supp� pneumatic Actuator test 
check seals and Whether 1he cylinderis damaged. 
There are impurities in the spool Valve stuck. 
1he handle in a manual hand motor location. 
Supply pressure is not enough. 
Pneumatic actuator outputtorque is Too small. 
The valve spool or valve assemb� too tight. 
Air supp� pipe plug, flow is toosmall. 
power line short circuit or open circuit. 
rep炉within 1he cam position is not accurate. 
Micro switdl damaged. 

| Solutlon | 
匈enoid valve replacement, Replacement coils, 
remove stolen Property. 

Replace a bad ring and cylinder. 

Remove impurities, replace Damaged parts. 
Interchange 
The increase of gas supply pressure(O 4-0.?mpa) 
Increase the pneumatic actuator Production. 
Re--assembly adjustments. 
Exdude plug, replace the filter carbidge. 
Maintenance of power lines. 
Adjust the cam to the correct location 
Replacement micro switch 

www.china-covna.com 
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