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JD Series Pneumatic Piston Actuator Overview
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JD Series piston pneumatic actuator is the most advanced
COVNA control pneumatic actuator, this actuator series
dual oriented design, the operation is stable and reliable.It has
the characteristics of large output torque and convenient inst-
allation and maintenance.Sealing ring seal through the piston,
the pressure force acting on the piston driven by the movement
of push around run by a push rod by converting the fork section
of the angular movement. Equipped with spring reset device,
it can not only meet the situation of losing the gas source,

but also restore the movement by spring compression to ach-
ieve reset function.

RS E Technical Parameter

1. $@tH#H%E : 500N.m-40000N.m
2, HHAEERE : 0°-100°

3. afFfeat : XUER/ BAFF

1. Output torque: 500N.m-40000N.m

2. Output angle range: 0°-100°
3. Action form: Double acting, Single action

JDA16-JDCA5  EAMAITRSHMEEXRNITIG
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JDA16-JDC45 Double acting angle stroke pneumatic
piston actuator

JDA16S-JDC45S Double acting angle stroke pneumatic
piston actuator
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Configure Different Rotating Control Valves
1, @ 1. Butterfly valve

2, Bi@ 2.Globe valve

3. RO BER: R 3. Eccentric rotary valve
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JD Series Pneumatic Actuator Configuration Options
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Structural Characteristics And Performance
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1. The same specification of the actuator according to dif- 5. ID-SRAEHHEFRIVOERENFA
ferent thrust requirements, can choose different spring 18,
reset thrust. The spring reset device with high stability 6. IDERITVEREEELL,

ensures that the thrust of the spring reset does not dec-

rease with the increase of the use time.
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Can adjust the travel device, the adjustment range: 80°-100°,

B

. 1D Series double acting actuator.
. JD-5 series single action actuator (configure

spring reset device to meet the fault position

3. The use of two rad piston balance guidance, effectively action)
ensure the stability of the piston in full stroke operation 3. The simple manual operation of JD-5 series shall
4. Quick di bly structure, convenient maintenance on site. be used for manual operation and the following
" i - selection of JDB-285 specifications shall be used
5. Choosing sealing components meeting the low temper-

ature and high temperature environment, ensuring the
sealing performance under different environmental

temperature,
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- The fork joint structure that can bear large thrust conve-
rsion is adopted, and the surface of the fork and rotor is

treated by surface hardening.

Piston cylinder hole can choose Teflon treatment.
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inthe absence of air source conditions.

.JD-5 series equipped with multi-stage speed

reducer mechanism for high torque.

.10-5 series equipped with.a more portable

manual operation
1D Series double action mechanism.
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Pneumatic Single Acting Actuator Torque Table (Output Shaft Torque At 0° Or 907 ) & frunit: N.m
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JDA 165 542 1085 362 904 724 1266 1085 1627 Y o @
IDA 208 847 1695 565 1413 1131 1979 1696 2544 I L bl =
1DB 208 1270 2541 847 2119 1696 2968 2543 3816 e
= JDA/BEF! Series JDCEH| series
JDB 255 1987 3947 1325 3312 2650 4637 3974 5961 s
JDB 285 2492 4985 1661 4154 3323 5816 4985 7478
IDC 285 4154 7385 1846 5077 4154 7385 6463 9694
1 . - 5
JDC 355 6490 11540 2885 7934 6491 11540 10097 15146 H ﬁ/ﬂ'_—a\\u t\ /
JDC 405 8478 15072 3768 10362 8478 15072 13188 19782 ]/—\| ja\ 5 )1 i
iDC 455 10729 19075 4769 13115 10730 19076 16691 25037 M
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Pneumatic Double Acting Actuator Torque Table (Output Shaft Torque At0° Or80° ) gfirunit: N.m

SHE

JDA 16 1084 1447 1809 2170 2532

BRA 20 1695 2260 2826 3391 3957
JDB 20 2542 3390 4239 5086 5935
JDB 25 3974 5299 6624 7948 9273
JDB 28 4984 6646 8308 9870 11632
JDC 28 6924 9231 11539 13848 16155
ipC3s 10818 14424 18030 21636 25242
JDC 40 14130 18840 23550 28260 32970
JDC 45 17883 23844 29805 35766 41727
WA R D IESHE(deg) MR {E A H D (deg)

Double acting output torque characteristics

Single acting output torque characteristics
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Output shalt rotation Angle (deg) Output shaft rotation Angle (deg)
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Mote: If you need more torque, please consult with the sales staff or engineer,

JDAER series JDB/CET Series
WAEBRATHM SN R~ B R R~
Double-acting Actuator Size And Connection Size #fiTUnit: mm
H
JDA 16 786 174 203 45 48 85 14 488 140 = 144 72 76 4-M16 Gl/4
IDA 20 786 214 203 45 48 85 14 488 140 R 144 72 76 4-Mle Gl/4
JDB20 1058 214 218 70 60, 105 18 644 200 232 = = = 8-M16 G3/8
JDB25 1058 266 218 70 60 105 18 644 200 232 = = = 8-M1l6 G3/8
JDB28 1058 296 218 70 60 105 22 754 200 232 = = i 8-Ml6 G3/8
JDC28 1360 296 260 100 145 140 28 1064 300 350 - - - 8-M24 Gl1/2
JDC35 1360 370 260 100 145 140 28 1064 300 350 = = - 8-M24 G1/2
JDC40 1360 420 260 100 145 140 28 1064 300 350 - - - 8-M24 Gl/2
JDC45 1360 470 260 100 145 140 28 1064 300 350 - - - B8-M24 G1/2
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Mote: If you need a more torque actuator or an external chart of the operator, please consult with the sales person or engineer of long triped control
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Single-acting Actuator Size And Gonnection Size S ¢runit: mm

JDA165 1060 174 203 45 48 85 14 = 144 72 76 4-M1l6 G1/4

JDA 205 1150 214 203 45 48 85 14 488 140 - 144 72 76  4-ml6 Gl/4
JDB205 1420 214 218 70 60 105 18 644 200 232 = = - 8-Mls G3/8
JDB 255 1420 266 218 70 60 105 18 644 200 232 = = - 8-M1ls G3/8
JDB285 1510 296 218 70 60 105 22 754 200 232 = = - 8-M1s G3/8
JDC285 1890 296 260 100 145 140 28 1064 300 350 = = - B-M24 G1/2
JDC355 1850 370 260 100 145 140 2B 1064 300 350 = = - 8-M24 G1/2
JDC 405 1890 420 260 100 145 140 28 1064 300 350 = = - 8-M24 G1/2
JDC455 1890 470 260 100 145 140 28 1064 300 350 = < - 8-M24 G1/2
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Mote: If you need a mare torque actuator or an external chart with different types of manual cperation, please consult with the sales staff or engineer.



